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1. PRODUCT DESCRIPTION 
1.1. MAIN USE 
Restomix® is a jointing mortar made from Portland cement, SA-type hydrated 
lime, and sand that meets the specifications of CSA A179-14 (2024). The use of 
an air-entraining agent in Restomix® improves durability. It may contain 
colorants (optional). It is formulated to meet the mechanical properties 
prescribed in Table A.3, Appendix A, of CSA A179-14 (2024) for Type O mortar 
(modified spread between 70% and 80%). For interior or exterior use, this 
mortar is specially formulated for the restoration of historic buildings. It is ideal 
for brickwork, architectural blocks (clay, concrete, or sand-lime), stone 
(limestone, granite, or sandstone), and artificial stone. 
Note: Restomix® is available in three colors (gray, bone, and white). However, 
Produits Daubois Inc. offers the possibility of developing custom colors (see 
11. Technical Service). 

1.2. ADVANTAGES 
1.2.1. The use of pre-bagged and calibrated mortar, whose sand particle size 

distribution and final mortar composition (particularly the proportions of 
the various binders) are controlled, ensures the consistency of the 
properties listed in this technical data sheet. As stipulated in CSA 
A179-14 (2024), the sand is calibrated and free of harmful quantities 
of saline, alkaline, organic, or other materials. Restomix® is a mortar 
specially developed for repointing. It has been formulated to meet the 
compressive strength specifications of a Type O mortar with the 
texture of a repointing mortar, which is rather dry, in order to achieve 
good compaction. 

1.3. LIMITATIONS 
1.3.1. Restomix® must be used exclusively on vertical surfaces, not horizontal 

surfaces (parapets, coping stones, or any protruding surfaces), unless 
otherwise specified by an architect or engineer. 

1.3.2. Restomix® must be used exclusively for repointing. 
1.3.3. Any modification to the composition of the mortar is prohibited and 

automatically voids its warranty. 
1.3.4. The addition of additives and/or admixtures of any kind, such as setting 

accelerators, setting retarders, antifreeze agents, anti-graffiti agents, 
waterproofing agents, polymers (latex) or other substances, is 
prohibited. 

1.3.5. Only the addition of colorant1 (on site) is permitted but not 
recommended. 

1.3.6. Due to the varying absorption rates of different types of elements, it is 
recommended that compatibility tests be carried out with the mortar, 
particularly with regard to the minimum flexural adhesion required by 
CSA A179-14 (2024). 

1.3.7. Restomix® is not designed for laying elements. To do so, the amount 
of mixing water would have to be increased considerably, which would 
alter the physical properties of the product. Do not remix. 

1.3.8. Visit the Les Produits Daubois Inc. website (www.daubois.com) for 
information on installation products. 

2. INSTALLATION 
2.1. WORKING CONDITIONS 
2.1.1. Ensure that the ambient temperature, surface temperature, masonry 

temperature, and Restomix® temperature are between 5 °C (41 °F) 
and 32 °C (90 °F) during application and for 72 hours after application. 

2.1.2. Never apply Restomix® to frozen mortar or masonry elements. 
2.1.3. Always moisten the substrate (elements and old mortar) before 

applying Restomix®. 
2.2. SURFACE PREPARATION 
2.2.1. Hollow out the joint to be repaired using an appropriate tool (chisel). A 

grinder can be used when the mortar is very hard and a conventional 
chisel cannot do the job. The thickness of the blade must be less than 
the thickness of the joint. Take the necessary precautions to avoid 
damaging the masonry elements surrounding the joint. 

2.2.2. The joint must be cleaned to a minimum depth of 25 mm (1 in.). In all 
cases, the mortar must be sound. 

2.2.3. Using a low-pressure water or air jet, remove dust and other debris 
from the exposed joints. 

2.2.4. Moisten the joints before repointing, avoiding water accumulation by 
starting at the top. 

3. MIXING 
3.1. MIXING SMALL QUANTITIES (1 BAG) 
3.1.1. Pour 3.0 liters (of drinking water into an appropriate container (i.e., 

20.0-liter bucket). 
3.1.2. Gradually add the dry ingredients while mixing at low speed with an 

industrial-grade drill equipped with a Jiffler-type agitator. The drill must 
have a minimum capacity of ½ inch and variable speeds. 

3.1.3. Mix for a minimum of 3 minutes and a maximum of 5 minutes. After 
this initial mixing, let the mortar rest for 30 to 45 minutes, then add a 
maximum of 0.5 liters of water and mix again for 2 minutes to obtain 
the desired consistency. The resulting product should be thick enough 
to form a ball in your hand that retains its shape. 

3.2. MIXING LARGE QUANTITIES 
3.2.1. Use a mortar mixer with an appropriate capacity (the mixer must be 

filled to at least ¾ full). The choice of mixer is very important to obtain 
a homogeneous mixture. 

3.2.2. Start the mixer. Pour in the required amount of drinking water, i.e., 3.0 
liters per 22.7 kg (50 lb) bag. 

3.2.3. Gradually add the dry material. 
3.2.4. Mix for a minimum of 3 minutes and a maximum of 5 minutes. After 

this initial mixing, let the mortar rest for 30 to 45 minutes, then add a 
maximum of 0.5 liters of water and mix again for 2 minutes to obtain 
the desired consistency. The resulting product should be thick enough 
to form a ball in your hand that retains its shape.
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Note: It may be necessary to reduce the amount of water added depending on 
the ambient temperature and humidity. 

Note: Never mix less than one bag and always mix entire bags. 

4. APPLICATION 
4.1. The mortar must be applied in 3 successive passes. Using a trowel, 

push the mortar firmly into the joint, taking care not to spread it and 
cause smoothing. Compact well to eliminate air pockets. Apply a first 
coat of mortar to the previously moistened surface to obtain a uniform 
depth. Repeat the same method for the next two coats. 

Note: The mortar can be allowed to harden between applications. It is 
important to moisten the surfaces between each pass. 

4.2. A joint slightly recessed from the element is recommended. 
Note: The mortar must be applied within 1½ hours of initial mixing if the 
ambient temperature is equal to or above 25 °C (77 °F) and within 2½ hours 
if the temperature is below 25 °C (77 °F). Any mortar not used after this period 
must be discarded. 

5. FINISH 
5.1. To improve their appearance and maximize their weather resistance, all 

joints must be finished with the appropriate tools (metal, plexiglass, 
etc.). 

5.2. Smoothing should be done by compaction as soon as the mortar loses 
its plasticity, i.e., as soon as a finger impression remains marked in it. It 
is impossible to set a specific time for finishing the joint; the mason's 
judgment must be relied upon here. 

6. PROTECTION AND CURING 
6.1. PRECAUTIONS 
6.1.1. This step is crucial for obtaining a durable mortar. Accelerated drying 

will produce a brittle mortar and promote the formation of cracks. 
6.1.2. Keep the joint moist for the first 72 hours. When work is interrupted 

(evenings/weekends), protect it with damp burlap placed so that it does 
not come into contact with the mortar. Cover the burlap with plastic 
sheeting (polyethylene). 

6.1.3. Protect and cover surrounding areas and objects (windows, openings, 
metal flashings, spandrels, and other products sensitive to alkaline 
products). 

6.1.4. Protect finished work from mortar splashes using waterproof tarps. 
6.2. CONDITIONS IN COLD WEATHER 
6.2.1. Protect from frost at temperatures below 5°C (41°F) and from rain 

during the first 72 hours after installation. 
6.2.2. It is recommended that newly constructed structures be kept sheltered 

from the elements for a period of 7 days during periods when there is a 
high risk of frost. 

6.2.3. It is important not to remove the heating shelters after 72 hours of 
curing if the joints are still damp. 

6.3. CONDITIONS IN HOT WEATHER 
6.3.1. Protect from sun and wind to prevent the mortar from drying too quickly. 
6.3.2. Keep joints moist for the first 72 hours. When work is interrupted 

(evenings/weekends), protect with damp burlap placed so that it does 
not come into contact with the mortar. Cover the burlap with plastic 
sheeting (polyethylene). 

7. CLEANING 
7.1. Clean equipment with water while the mixture is still soft. Once the 

mixture has hardened, only mechanical cleaning will be effective. 
7.2. Throughout the work, carefully remove splashes and stains of mortar 

using jute and/or a wooden trowel. 
7.3. Consult the manufacturer of the element and the technical data sheets 

for cleaning products when more thorough cleaning is required. Ideally, 
masonry mortar should be allowed to cure for at least 28 days before 
washing. However, it is recommended that you consult the cleaning 
product manufacturer's recommendations to ensure that the product is 
compatible with masonry and mortar elements. Avoid using high-
pressure cleaning or abrasive techniques such as sandblasting, glass 
beads, or other methods. Always test a sample and wait 3 days before 
proceeding. 

8. PACKAGING 
This product is packaged in 22.7 kg (50 lb) paper bags. One pallet contains 63 
bags. 

9. STORAGE 
9.1. INDOOR STORAGE 
Store in a cool, dry place. Avoid placing bags directly on the floor. 
9.2. OUTDOOR STORAGE 
Cover the bags with a waterproof film. Do not store directly on the ground. 
9.3. SHELF LIFE 
The shelf life is 12 months in unopened, well-protected bags.
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FIRST AID 
CAUSES SEVERE BURNS AND SERIOUS DAMAGE TO THE 
EYES. You cannot rely on pain to detect burns caused by cement. Portland 
cement can cause dermatitis or sensitization. Repeated or prolonged 
inhalation of dust can cause lung damage or cancer. 
WEAR IMPERMEABLE GLOVES, such as nitrile, eye protection, protective 
clothing, and rubber boots. Do not breathe dust or swallow it. Wear a NIOSH-
approved respirator (mask) such as N95 in poorly ventilated areas, during 
prolonged or repeated use, or when maximum exposure limits are likely to be 
exceeded. Do not eat, drink, or smoke when using this product. Before 
handling, read and understand the safety information on this label and on the 
Safety Data Sheet available online at www.daubois.com. In case of 
emergency: 1-800-535-5053. 
FIRST AID: Wash contaminated body and clothing thoroughly and 
immediately. In case of contact with eyes: rinse cautiously with water for 
several minutes; remove contact lenses, if present and easy to do; continue 
rinsing. If inhaled: move the person to fresh air and keep them comfortable 
so they can breathe. If swallowed: rinse mouth; do not induce vomiting. If 
skin burns, irritation, or rash occurs: seek medical attention immediately. 
Consult a doctor immediately if symptoms are severe or persistent. Contains 
silica sand and Portland cement or masonry or mortar, and may contain 
hydrated lime or additional cementitious materials such as fly ash/silica fume. 
Dispose of container and contents in accordance with all regulations. 

10. TECHNICAL SERVICE 
Les Produits Daubois Inc. offers the option of coloring Restomix® at the factory so 
that it perfectly matches the masonry joint to be restored. To do so, a 
representative sample of at least 6 cm² (1 in²) of the surface of the old mortar to be 
matched is required. Once the color has been matched, Daubois Products Inc. will 
provide a sample strip measuring 8 cm by 1 cm (3 in. by 3/8 in.) to its customers 
for approval. Allow 5 business days for a sample to be colored. 
Contact Daubois Products Inc. for more information on application methods or 
conditions, as well as to obtain the latest version of technical documents. 
Tel: 1-800-561-2664, (514) 328-1253 
Fax: (514) 328-7694 
Les Produits Daubois Inc. 
6155 Des Grandes-Prairies Blvd., Saint-Léonard, QC, Canada H1P 1A5 
http://www.daubois.com 

11. WARRANTY 
Get the applicable LIMITED WARRANTY at 
https://www.daubois.com/fr/produit-garantie.php 
Or send a written request to Les Produits Daubois Inc., Five Concourse 
Parkway, Atlanta, GA 30328, USA. ®Quikrete Canada Holdings, Limited. 
Manufactured by or under license by Les Produits Daubois Inc. ©2025 
Quikrete International, Inc. 

12. WARNING 
12.1. Color variations may be observed in the final result even if the mortar 

used has been pre-colored at the factory and complies with the 
requested specifications. These variations are mainly caused by 
various application situations such as: 

• Delay before finishing (smoothing of joints). 
• Variable moisture content of the elements. 
• Lack of protection during application and work 

stoppages/interruptions. 
• Inappropriate or excessive washing. 

12.2. The final choice of color for the entire project should be based on the 
result obtained from the sample (standard) and must be made from 
complete bags. 
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TABLE OF TECHNICAL DATA 
 

Characteristic Deadline Results1 

Spread, ASTM C-230 — 70% to 80 
Vicat cone penetration, ASTM C-780 — 18 to 26 mm 

Compressive strength, ASTM C-109 7 days 

28 days 

28 days 

min. 1.5 MPa (217 psi) 

min. 2.5 MPa (362 psi) 

Average value 2 3.8 MPa (551 psi) 

Vapor transmission, ASTM E-96 — 24 perms 

Water absorption, ASTM C-1403 24 hours 104 g/100 cm2 

Tensile adhesion to concrete block, CSA A23.2-6B 28 days 0.43 MPa (62 psi) 
Drying shrinkage, ASTM C-596 91 days 0.13 

Resistance to freeze/thaw cycles, ASTM C-666M 2 — 25 cycles 

Flexural strength, ASTM C-348 7 days 

28 days 

1.0 MPa (145 psi) 

1.2 MPa (174 psi) 
 
Percentage of air, CSA A3004-C4 

 
— 

maximum 18% 
8 to 12% 

Density — 1860 kg/m3 (112 lb/ft3) 

Yield per 22.7 kg (50 lb) bag — 0.012 m3 (0.42 ft3) 

Approximate length repointed per 22.7 kg (50 lb) 

bag for joints 10 mm high and 25 mm deep 

depth (3/8 in. height per 1 in. depth) 

 
— 

 
50 m (165 linear feet) 

 
1 Results obtained in the laboratory at 23°C, curing > 90% RH, for a standard sample mixed to achieve a spread of 75 ± 5%. These results may vary 
from one sample to another and are indicative of the mortar's performance. They cannot be used to accept or reject the use of the product. 
2 Average value obtained during quality control analyses; results may differ from this value but always comply with CSA A179-14 (2024) for Type O 
mortar. 
3 Test performed according to Procedure A of ASTM C-666M. 
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